


























psig

V100L/K  150LB Series
V200L/K 300LB Series

PRESSURE-TEMPERATURE RATING

Seat Type Ratings

Class 150 L Type: Low-emperature PCTFE/INCONEL Se&a

Class 150 K Type: Cyogenic PCTFE/INCONEL Seat

Class 300 L Type: Low-emperature PCTFE Seat

Class 300 K Type :Cyogenic PCTFE Seat
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Seat L Type: Low-temperature K Type: Cyogenic L Type K Type
Temperature PCTFE INCONEL PCTFE INCONEL PCTFE PCTFE
°F °C psig bar | psig | bar psig bar psig bar | psig bar psig bar
-320 -196 - - - - 285 | 19.7 | 285 19.7 - - 740 51
-155 -104 - - - - 285 19.7 285 19.7 - - 740 51
-57 -49 285 19.7 | 285 | 19.7 285 19.7 285 19.7 | 740 51 740 51
-20 -29 285 19.7 | 285 | 19.7 285 | 19.7 | 285 19.7 | 740 51 740 51
32 0 285 19.7 | 285 | 19.7 285 19.7 285 19.7 | 740 51 740 51
100 38 285 19.7 | 285 | 19.7 285 | 19.7 | 285 19.7 | 740 51 740 51
150 66 273 18.8 | 273 | 18.8 273 | 18.8 | 273 18.8 | 708 | 48.8 | 708 48.8
200 93 260 179 | 260 | 17.9 260 | 17.9 | 260 17.9 | 550 | 379 | 550 37.9
250 121 245 16.9 | 245 | 16.9 245 | 169 | 245 16.9 | 425 | 29.3 | 425 29.3
Fluid Service Range
32°F/0°C
L Type: Low-temperatue Valve NOTES
-57°F / -49°C Propane -44°F [ -42°C)
Propylene (-55°F /-48°C) (@) e factory acceptance test is done with Nitrogen
or Helium gas at lowest temperature.
CO2 (-110°F /-79°C)
o b) e detall test criteria may vary or can be
K Type: Customized: | Ethane 89°C) () ed di yh Y licati
_ Ethylene ( -128°F / -104°C ) customized according to the target application.
Cryogenic Consult
Valve Factory (c) Please contact factofyr any further details.
LNG (-260°F /-162°C)
Oxygen (-297°F /-183°C )
-320°F /-196°C Nigrogen (-320°F / -196°C )
2 Inch 24 Inch 48 Inch
DN50 DN600 DN1200
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